CARBTROL"

SPECIFICATIONS

FLOW CAPACITY:
MATERIALS:

SHIPPING WEIGHT:
VOLUMETRIC CAPACITY:

INLET:
OUTLET:
DRAIN:

LID:

FILTER MEDIA:

CARBTROL"®

CORPORATION

40 gpm Max.

UV protected PVC
330 Ibs.

96 gallons

4” Pipe stub

4” Pipe stub

2" Plug

FRP

Polyester filter
fabric. Ten (10)

changes supplied
with unit.

IRON REMOVAL FILTER

APPLICATION

Iron and sediment removal prior to carbon
adsorption or subsurface injection.

PRODUCTDESCRIPTION

The CARBTROL Iron Removal Filter is
designed to remove suspended particulate
and iron bacterial residue from contaminated
groundwater.

Particulates are removed by a combination
of gravity settling and filtration on a series
of non-woven fabric filter plates. Each of
six filter plates is covered by a special filter
media which  promotes coagulation of
suspended iron particulates and biological
growth of iron bacteria.

Groundwater is distributed to the head end
of the clarifier through a submerged
distribution header. It then passes
successively through the vertical filter
plates, and then through a skimmer box
prior to discharge.

When individual filter plates become
blinded, they are easily removed for fabric
media replacement. Sediment buildup in
the bottom of the unit is removed by wet
vacuum.
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