CARBTROL"

MULTI-PHASE EXTRACTION SYSTEMS

MPX-100 EXTRACTOR (RIGHT) SHOWN
WITH PRE-SEPARATOR (LEFT)

CARBTROL's Multi-Phase Extraction Systems
combine free product, groundwater and soil vapor
extraction capabilities in a single skid mounted
extraction/treatment package. The system
utilizes a water sealed liquid ring pump to remove
the component phases from extraction wells or
trenches. CARBTROL air/water, oil/lwater and
adsorption separation technologies are then
used to treat the extracted components.
Vacuums to 25 inches of mercury produced by
the fluid vac system greatly increase the removal
rate of groundwater and product in low
permeability soils. The resulting effect is a more

rapid clean up of volatile contamination.

SPECIACATIONS For most applications, the liquid ring pump can be
direct coupled to the vacuum wells or trenches.
MODEL AIRFLOW WATERFLOW VACUUM HP In this service the extracted groundwater serves
(ACFM) (GPM) (“HG) to cool the system and augment the seal water
MPX-75 75 7.5 25 5 supply.
MPX-100 100 15 25 75 When it is desirable to isolate the liquid ring pump
MPX-130 125 20 25 10 from the extracted fluids, a pre-separation tank is
MPX-200 230 30 25 15 utilized.
MPX-300 280 40 25 20 Our Technical Application Bulletin (#PM-6)
MPX-400 450 60 25 30 describes the extraction process in more detail.
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